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ULTAGE

Are you looking for the best performance, the highest
quality coupled with the lowest maintenance costs and
the best productivity?

NTN-SNR presents the solution: Japanese expertise in
machine tools combined with a European service and
product range.

NTN ULTAGE Super precision bearing
range available in Europe

The NTN-SNR teams have worked to develop the NTN ULTAGE
Super precision bearing range to offer you the right products:

* 7000 and 7900 high precision series
¢ 15° and 25° contact angles

* Normal preload

¢ Universal matching

° P42 precision

The NTN ULTAGE designation

Ultage Series Arrangement codes Preload
79xxU IS0 19
70xxU ISO 10 G | Universal single bearing

GN

7020 U AD G/ GN P42

Bore code Contact angle Precision class

00 10 mm C 15° IS0 2

01 12 mm AD 5o 42 for dynamic

02 15 mm ISO 4 fqr
dimension

03 17 mm

04*5 20 mm

05*5 25 mm

) etc
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Slits in the pocket —~

Tapered bore

A\

Section of the ball pocket

The NTN ULTAGE design

Born out of the association of two concepts - “ULTIMATE” and
“STAGE” -, the ULTAGE label signifies our standardised range
of spindle bearings offering you optimized performance as
standard for your machine tool:

LN
= More productivity 55' ““&
Due to higher rotational speeds. “%,&‘

1
200%

= Best reliability for your equipment
& Reduced maintenance costs 0%
Due to a longer service life.

= More efficiency for your spindle 7Y
Due to combined high speed and rigidity.

Optimized internal design and
manufacturing process control

NTN designers have been working on the optimum internal design to
offer the highest speed, highest rigidity and highest axial load capacity.
Having total control of our manufacturing process guarantees a high
accuracy level, known as P42.

= High speed combined with high rigidity
= High axial load capacity

= High accuracy

The NTN polyamide molded cage:
The Reference for spindle bearings

As a leader of the machine tool bearing market, NTN has deve-
loped a high performance and innovative polyamide cage for
spindle bearings. This cage has become a standard in Japan and
is now available for you. Special NTN design with tapered bore
and slits in the pocket reduces heat generation so higher speed
limits can be achieved:

© Grease lubrication: improvement in grease retention
for improved and prolonged lubrication.

¢ Air-oil lubrication: optimized lubrication flow through
the bearing to prevent heat generation.

m Higher speed
Due to better lubrication.
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70xxU:
Contact angle 25° and 15°
Bore diameter 10 to 130 mm
D
Get all the NTN Ultage Super precision bearing range and all the
related technical details in our NTN Precision Rolling Bearings
catalogue (sealed versions LLB, high speed HSE and BNS ranges, i
super-high speed HSF range, Eco-friendly versions...).

0

0 datio
105300
91 400
79 800
72100
59 500
52100
43600
38700
34700
31200
28 800
25900
24200
22700
20 800
19700
18 300
17 400
16 300
15600
15000
14100
13400
12500
11 400
92100
80000
69 800
63100
52100
45600
38100
33800
30 400
27 300
25200
22 600
21200
19900
18 200
17300
16 000
15300
14 300
13700
13100
12 400
11700
10900

Boundary dimensions Contact \ Basic load ratings (kN)
PN mm angle Dynamic
d D )
7000UCG/GNP42 10 26 8 0,3 0,15 15° 5% 2,48
7001UCG/GNP42 12 28 8 0,3 0,15 15° 58 2,93
7002UCG/GNP42 15 32 9 0,3 0,15 15° 6,6 3,7
7003UCG/GNP42 17 35 10 0,3 0,15 15° 8,25 4,55
7004UCG/GNP42 20 42 12 0,6 0,3 15° 111 6,6
7005UCG/GNP42 25 47 12 0,6 03 15° 12,3 8
7006UCG/GNP42 30 55 13 1 0,6 15° 15,8 1
7007UCG/GNP42 35 62 14 1 0,6 15° 20 14,6
7008UCG/GNP42 40 68 15 1 0,6 15° 214 16,8
7009UCG/GNP42 45 75 16 1 0,6 15° 25,3 20,4
7010UCG/GNP42 50 80 16 1 0,6 15° 26,9 23,1
7011UCG/GNP42 55 90 18 1,1 0,6 15° 355 30
7012UCG/GNP42 60 95 18 11 0,6 15° 36,5 32,5
7013UCG/GNP42 65 100 18 11 0,6 15° 38,5 36
7014UCG/GNP42 70 110 20 1,1 0,6 15° 485 45
7015UCG/GNP42 75 115 20 11 0,6 15° 49,5 48
7016UCG/GNP42 80 125 22 1,1 0,6 15° 60,5 58
7017UCG/GNP42 85 130 22 1,1 0,6 61,5
7018UCG/GNP42 90 140 24 15 1 72,5
7019UCG/GNP42 95 145 24 15 1 76,5
7020UCG/GNP42 100 150 24 15 1 81
7021UCG/GNP42 105 160 26 2 1 93,5
7022UCG/GNP42 110 170 28 2 1 106
7024UCG/GNP42 120 180 28 2 1 113
7026UCG/GNP42 130 200 33 2 1 144
7000UADG/GLP42 10 26 8 0,3 0,15 2,4
7001UADG/GLP42 12 28 8 0,3 0,15 2,82
7002UADG/GLP42 15 32 9 0,3 0,15 3,55
7003UADG/GNP42 17 35 10 0,3 0,15 435
7004UADG/GNP42 20 42 12 0,6 0,3 6,3
7005UADG/GNP42 25 47 12 0,6 0,3 7,65
| 7006UADG/GNP42 30 55 13 1 0,6 10,5
"gﬁ-— 7007UADG/GNP42 35 62 14 1 0,6 13,9
- | 7008UADG/GNP42 40 68 15 1 0,6 16
‘,ﬁ 7009UADG/GNP42 45 75 16 1 0,6 19,4
| 7010UADG/GNP42 50 80 16 1 0,6 219
7011UADG/GNP42 59) 90 18 1,1 0,6 28,7
7012UADG/GNP42 60 95 18 11 0,6 30,5
7013UADG/GNP42 65 100 34
7014UADG/GNP42 70 110 43
7015UADG/GNP42 75 115 455
7016UADG/GNP42 80 125 55
7017UADG/GNP42 85 130 58,5
7018UADG/GNP42 90 140
7019UADG/GNP42 95 145
7020UADG/GNP42 100 150
- 7021UADG/GNP42 105 160
7022UADG/GNP42 110 170
7024UADG/GNP42 120 180
7026UADG/GNP42




- — A= gdig D |\
: (] 7
_ KD ,
Back-to-back Face-to-face
(DB) (DF)
Rigidity*
Radial mm
a min ®5 max_ rLlS max, r]as max;
7000UCG/GNP42 29 108,5 20,3 12,5 23,5 24,8 0,3 0,15 0,019
7001UCG/GNP42 39 128,4 24,8 14,5 25,5 26,8 0,3 0,15 0,021
7002UCG/GNP42 39 1449 271 17,5 29,5 30,8 0,3 0,15 0,03
7003UCG/GNP42 49 155,1 29 19,5 32,5 33,8 0,3 0,15 0,037
7004UCG/GNP42 69 192,2 359 24,5 37,5 39,5 0,6 0,3 0,067
7005UCG/GNP42 78 2228 415 29,5 42,5 445 0,6 0,3 0,079
7006UCG/GNP42 98 261,4 48 B 49,5 50,5 1 0,6 0,11
7007UCG/GNP42 118 300,2 54,4 40,5 56,5 57,5 1 0,6 0,15
7008UCG/GNP42 127 335 60,1 455 62,5 63,5 1 0,6 0,19
7009UCG/GNP42 147 360 64,7 50,5 69,5 70,5 1 0,6 0,24
7010UCG/GNP42 157 395 70,5 boiB 745 [(6'5 1 0,6 0,26
7011UCG/GNP42 216 435 773 62 83 85,5 1 0,6 0,38
7012UCG/GNP42 216 455 79,6 67 88 90,5 1 0,6 0,41
7013UCG/GNP42 226 505 88,8 72 93 95,5 1 0,6 0,44
7014UCG/GNP42 294 545 95,4 7 103 105,5 1 0,6 0,61
7015UCG/GNP42 294 560 98 82 108 110,56 1 0,6 0,64
7016UCG/GNP42 365 610 106,3 87 118 120,5 1 0,6 0,86
7017UCG/GNP42 375 635 110,4 92 123 125,5 1 0,6 0,9
7018UCG/GNP42 440 675 17,4 98,5 131,56 134,5 15 1 1,17
7019UCG/GNP42 460 705 1229 103,5 136,5 139,5 15 1 1,22
7020UCG/GNP42 460 730 126,1 108,5 1415 1445 1,5 1 1,27
7021UCG/GNP42 550 775 134,4 115 150 154,5 2 1 1,58
7022UCG/GNP42 630 810 140,4 120 160 164,5 2 1 1,98
7024UCG/GNP42 635 840 145,2 130 170 174,5 2 1 2,11
7026UCG/GNP42 800 945 163,2 140 190 194,5 2 1 3,25
7000UADG/GLP42 20 70 32,2 12,5 23,5 24,8 0,3 0,15 0,019
7001UADG/GLP42 20 75,2 34,5 14,5 25,5 26,8 0,3 0,15 0,021
7002UADG/GLP42 20 85 38,7 17,5 29,5 30,8 0,3 0,15 0,03
7003UADG/GNP42 78 133,6 64,2 19,5 32,5 338 0,3 0,15 0,037
7004UADG/GNP42 108 164,6 789 24,5 37,5 39,5 0,6 0,3 0,067
7005UADG/GNP42 118 188 89,7 29,5 42,5 445 0,6 0,3 0,079
7006UADG/GNP42 147 220,6 104,8 355 49,5 50,5 1 0,6 0,11
7007UADG/GNP42 186 2581 122,4 40,5 56,5 57,5 1 0,6 0,15
7008UADG/GNP42 206 288,8 136,8 455 62,5 63,5 1 0,6 0,19
7009UADG/GNP42 245 315 149,5 50,5 69,5 70,5 1 0,6 0,24
7010UADG/GNP42 255 345 162 55,5 745 75,5 1 0,6 0,26
7011UADG/GNP42 335 385 180,8 62 83 85,5 1 0,6 0,38
7012UADG/GNP42 345 400 188,8 67 88 90,5 1 0,6 0,41
7013UADG/GNP42 365 435 204,5 72 93 95,5 1 0,6 0,44
7014UADG/GNP42 460 480 2252 7 103 105,5 1 0,6 0,61
7015UADG/GNP42 470 500 2337 82 108 110,5 1 0,6 0,64
7016UADG/GNP42 580 540 253 87 118 120,5 1 0,6 0,86
7017UADG/GNP42 590 560 262,1 92 123 125,5 1 0,6 09
7018UADG/GNP42 705 600 280,3 98,5 1315 134,5 15 1 1,17
7019UADG/GNP42 715 620 290,1 103,5 136,5 139,5 15 1 1,22
7020UADG/GNP42 740 645 300 108,5 1415 1445 1,5 1 1,27
7021UADG/GNP42 860 680 320 115 150 154,5 2 1 1,58
7022UADG/GNP42 990 715 335 120 160 164,5 2 1 1,98
7024UADG/GNP42 1010 740 345 130 170 1745 2 1 2,11
7026UADG/GNP42 1270 830 390 140 190 194,5 2 1 3,25

= :&‘.Bfgidity values are for a set of 2 bearings before mounting.
- f\" For rigidity values after mounting, please contact NTN-SNR Engineering.
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79xxU: .-
Contact angle 25° and 15° T
Bore diameter 10 to 130 mm
¢D dd
Get all the NTN Ultage Super precision bearing range and all the
related technical details in our NTN Precision Rolling Bearings :
catalogue (sealed versions LLB, high speed HSE and BNS ranges, ; @
super-high speed HSF range, Eco-friendly versions...).

Boundary dimensions Contact Basic load ratings (kN) Limiting speed
o | om | age | Oynamic | Saic | mnt |
7900UCG/GNP42 10 22 6 0,30 0,15 15° 3,20 1,65 73200 117 200
7901UCG/GNP42 12 24 6 0,30 0,15 15° 3,35 1,86 65100 104 100
7902UCG/GNP42 15 28 7 0,30 0,15 15° 510 2,90 54 500 87 200
7903UCG/GNP42 17 30 7 0,30 0,15 15° 5,35 3,20 49900 79 800
7904UCG/GNP42 20 37 9 0,30 0,15 15° 7,65 4,90 41100 65 800
7905UCG/GNP42 25 42 9 0,30 0,15 15° 8,15 5,75 35000 56 000
7906UCG/GNP42 30 47 9 0,30 0,15 15° 8,60 6,60 30400 48 700
7907UCG/GNP42 35 55 10 0,60 0,30 15° 13,70 10,30 26 000 41700
7908UCG/GNP42 40 62 12 0,60 0,30 15° 14,50 11,80 23 000 36 800
7909UCG/GNP42 45 68 12 0,60 0,30 15° 17,90 14,80 20700 33200
7910UCG/GNP42 50 72 12 0,60 0,30 15° 18,90 16,60 19200 30700
7911UCG/GNP42 55 80 13 1,00 0,60 15° 19,70 18,50 17 400 27 800
7912UCG/GNP42 60 85 13 1,00 0,60 15° 20,50 20,30 16 200 25900
7913UCG/GNP42 65 90 13 1,00 0,60 15° 20,80 21,20 15100 24 200
7914UCG/GNP42 70 100 16 1,00 0,60 15° 29,70 30,00 13800 22100
7915UCG/GNP42 75 105 16 1,00 0,60 15° 30,00 31,50 13 000 20 800
7916UCG/GNP42 80 110 16 1,00 0,60 15° 30,50 33,00 12 300 19 600
7917UCG/GNP42 85 120 18 1,10 0,60 15° 41,00 44,00 11400 18 300
7918UCG/GNP42 90 125 18 1,10 0,60 15° 41,50 46,00 10900 17 400
7919UCG/GNP42 95 130 18 1,10 0,60 15° 42,50 47,50 10 400 16 700
7920UCG/GNP42 100 140 20 1,10 0,60 15° 54,50 61,00 9800 15600
7922UCG/GNP42 110 150 20 1,10 0,60 15° 56,00 65,50 9000 14 400
7924UCG/GNP42 120 165 22 1,10 0,60 15° 69,00 81,50 8200 13200
7926UCG/GNP42 130 180 24 1,50 1,00 15° 85,00 102,00 7600 12100
7900UADG/GLP42 10 22 6 0,30 0,15 25° 3,05 1,58 63 400 102 500
7901UADG/GLP42 12 24 6 0,30 0,15 25° 3,20 1,77 56 400 91100
7902UADG/GLP42 15 28 7 0,30 0,15 25° 4,85 2,77 47 200 76 300
7903UADG/GLP42 17 30 7 0,30 0,15 25° 510 3,05 43200 69 800
7904UADG/GLP42 20 37 9 0,30 0,15 25° 7,25 4,65 35600 57 500
7905UADG/GLP42 25 42 9 0,30 0,15 25° 7,75 5,50 30300 49 000
7906UADG/GLP42 30 47 9 0,30 0,15 25° 8,15 6,30 26 400 42 600
7907UADG/GLP42 35 55 10 0,60 0,30 25° 13,00 9,75 22 600 36 400
7908UADG/GNP42 40 62 12 0,60 0,30 25° 13,70 11,20 19900 32200
7909UADG/GNP42 45 68 12 0,60 0,30 25° 17,00 14,10 18 000 29000
7910UADG/GNP42 50 72 12 0,60 0,30 25° 17,90 15,80 16 600 26 900
7911UADG/GNP42 55 80 13 1,00 0,60 25° 18,60 17,50 15000 24 300
7912UADG/GNP42 60 85 13 1,00 0,60 25° 19,40 19,10 14000 22 600
7913UADG/GNP42 65 90 13 1,00 0,60 25° 19,60 19,70 13100 21200
7914UADG/GNP42 70 100 16 1,00 0,60 25° 28,00 28,60 11900 19 300
7915UADG/GNP42 75 105 16 1,00 0,60 25° 28,40 29,60 11300 18 200
7916UADG/GNP42 80 110 16 1,00 0,60 25° 28,70 30,50 10 600 17 200
7917UADG/GNP42 85 120 18 1,10 0,60 25° 38,50 41,50 9900 16 000
7918UADG/GNP42 90 125 18 1,10 0,60 25° 39,50 43,00 9400 15300
7919UADG/GNP42 95 130 18 1,10 0,60 25° 40,00 44,50 9000 14 600
7920UADG/GNP42 100 140 20 1,10 0,60 25° 51,00 57,50 8500 13700
7922UADG/GNP42 110 150 20 1,10 0,60 25° 52,50 61,00 7800 12 600
7924UADG/GNP42 120 165 22 1,10 0,60 25° 65,00 76,00 7100 11 500
7926UADG/GNP42 130 180 24 1,50 1,00 25° 80,00 95,00 6 600 10 600

NTN@ @@ [ O ) With You 6



Feg Dh A fdig D

Back-to-back Face-to-face
(DB) (DF)

Rigidity* Abutment and fillet dimensions

i

7900UCG/GNP42 20 100,6 19,2 12,5 19,5 20,8 03 0,15 0,01
7901UCG/GNP42 20 106,1 20 145 215 228 03 0,15 0,01
7902UCG/GNP42 29 131,1 245 17,5 25,5 26,8 03 0,15 0,02
7903UCG/GNP42 29 1377 25,4 19,5 275 28,8 03 0,15 0,02
7904UCG/GNP42 49 181,3 339 25 345 35,8 03 0,15 0,04
7905UCG/GNP42 49 197,1 36,2 27,5 39,5 40,8 03 0,15 0,04
7906UCG/GNP42 49 2122 38,3 325 445 45,8 03 0,15 0,05
7907UCG/GNP42 78 253,6 458 395 50,5 525 06 03 0,07
7908UCG/GNP42 88 284,1 51,4 445 57,5 59,5 0,6 03 0,11
7909UCG/GNP42 108 315 56,9 495 63,5 65,5 06 03 0,12
7910UCG/GNP42 118 350 62,5 54,5 67,5 69,5 0,6 03 013
7911UCG/GNP42 118 370 65,5 60,5 745 75,5 1 06 0,18
7912UCG/GNP42 127 400 71,1 65,5 79,5 80,5 1 06 0,19
7913UCG/GNP42 127 410 72,6 70,5 84,5 85,5 1 06 0,21
7914UCG/GNP42 177 480 839 755 94,5 95,5 1 06 0,34
79150CG/GNP42 177 490 85,7 80,5 99,5 100,5 1 06 0,36
7916UCG/GNP42 186 510 89,7 85,5 1045 105,5 1 06 0,38
7917UCG/GNP42 245 580 101 92 113 115,5 1 06 0,54
7918UCG/GNP42 255 600 105 97 118 1205 1 06 0,56
7919UCG/GNP42 255 615 107 102 123 1255 1 06 0,59
7920UCG/GNP42 325 680 1185 107 133 135,5 1 06 0,81
7922UCG/GNP42 335 720 1249 17 143 1455 1 06 0,87
7924UCG/GNP42 410 770 132,4 127 158 160,5 1 06 1,19
7926UCG/GNP42 510 860 1474 1385 1715 1745 15 1 157 |
7900UADG/GLP42 - - - 12,5 19,5 20,8 03 0,15 001 (RS
7901UADG/GLP42 - - - 14,5 215 28 03 0,15 001 |
7902UADG/GLP42 - - - 17,5 25,5 26,8 03 0,15 0,02
7903UADG/GLP42 20 88,9 40,8 19,5 275 28,8 03 0,15 0,02
7904UADG/GLP42 20 98,7 447 225 345 35,8 03 0,15 004 |- 3
7905UADG/GLP42 20 107,4 485 275 39,5 408 03 0,15 004 f -
7906UADG/GLP42 20 115,7 52,1 325 445 458 03 0,15 0,05
7907UADG/GLP42 39 1489 67,4 39,5 50,5 52,5 06 03 0,07
7908UADG/GNP42 137 2429 | 1149 445 57,5 59,5 06 03 0,11
7909UADG/GNP42 167 2695 | 1273 495 63,5 65,5 06 03 0,12
7910UADG/GNP42 177 2938 | 1384 54,5 67,5 69,5 06 03 0,13
7911UADG/GNP42 186 320 1495 60,5 745 75,5 1 06 0,18
7912UADG/GNP42 196 340 160,5 65,5 79,5 80,5 1 06 0,19
7913UADG/GNP42 196 350 164,5 705 84,5 85,5 1 06 0,21
7914UADG/GNP42 284 415 194 75,5 945 95,5 1 06 0,34
7915UADG/GNP42 284 425 198,8 80,5 99,5 100,5 1 06 0,36
7916UADG/GNP42 284 435 203,5 85,5 1045 105,5 1 06 0,38
7917UADG/GNP42 390 500 2338 92 113 115,5 1 06 0,54
7918UADG/GNP42 390 515 239,3 97 118 1205 1 06 0,56
7919UADG/GNP42 400 530 2471 102 123 1255 1 06 0,59
7920UADG/GNP42 510 585 2737 107 133 135,5 1 06 0,81
7922UADG/GNP42 530 625 290,3 117 143 1455 1 06 0,87
7924UADG/GNP42 655 680 320 127 158 160,5 1 06 1,19
7926UADG/GNP42 800 760 350 1385 1715 1745 15 1 157 |
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BEARING RANGE

NTN-SNR presents the solution:

Japanese expertise in machine tools combined with a European service and
product range.
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